
MOOD HYBRID

YOUR MOOD, YOUR WAY



ENERGY

ENERGY CONSUMPTION: 6 W (Standby) e 37 W (Max.).

INPUT: 100–240 VAC, 10 A, 50–60 Hz;
OUTPUT AC: 100–240VAC, 6.6A, 50–60 Hz;
OUTPUT USB-C: 25W.

ELECTRICAL EQUIPMENT: 1 power outlet and 2 USB ports (1 ×
USB-C and 1 × USB-A), with a combined output of 25 W.

DIMENSIONS 

H - Height | W - Width | D - Deep

EXTERIOR: 2200x 1200x 990 mm (H, W & D);
INTERIOR: 2000x 1000x 930 mm (H, W & D);
DOOR: 2046x 860 mm (H & W) non-reversible;
WEIGHT: 497 Kg;
CAPACITY: 1 User;
TABLE DIMENSIONS: 650x 350 mm (C & P);
TABLE HEIGHT: 700 mm ou 1030 mm (your choice);
TABLE LOAD CAPICITY: 50 Kg;
SOFA: 450x 720x 900x 550mm (H- seat, H - backrest, W & D).

GENERAL FEATURES

SOUNDPROOF

31dB - Class A - ISO 23351-1
MOOD Hybrid integrates seamlessly near workstations,
preserving privacy while effectively minimising speech noise
across the workspace.

LIGHTNING 

Balanced and efficient
4000 K colour temperature, CRI > 90, 1700 lm, with up to 300
lux on the work surface.

VENTILATION

Quiet and smooth
Airflow reaches up to 170 m³/h. After use, the pod
automatically refreshes the air, completing the cycle in under 1
minute.

PRESENCE SENSOR
Active infrared PIR sensor, designed to detect occupancy with
high accuracy and sensitivity.

moodfurniture.pt

PRODUCT SPECIFICATIONS

FINISHES

EXTERIOR: White or black finish;
MATERIAL: Steel with a matte epoxy powder-coated finish;
INTERIOR: Beige finish;
STRUCTURE: Solid birch plywood structural frames;
DOOR STRUCTURE: Birch plywood with HPL finish;
GLASS: Laminated acoustic glass (4 + 4 mm);
HANDLE: Metallic (anodized) or black finish, certified
according to EN 12209 and tested for 200,000 operating
cycles. Opening direction – left;
HINGES: Metallic (anodized) or black finish;
TABLE: Birch plywood top with HPL finish (white or black), with
metal structure in black or white;
ACOUSTIC PANELS: PET panels made from recycled
polyester, in beige;
CARPET: Beige, short-pile carpet, antistatic and stain-resistant;
SOFA: Comfortable sofa upholstered in cotton and polyester
fabric. Please note that the sofa is only available with the 700
mm table height option.



Do you need any assistance?

Get in touch with us!

moodfurniture.pt

Daniela Nicolau
Sales Manager - South

924 330 275 
danielanicolau@moodfurniture.pt

Diana Rita
Sales Manager - South

965 030 178 
dianarita@moodfurniture.pt

Paulo Morais
Sales Manager Director

969 264 648 
paulomorais@moodfurniture.pt

Pedro Brandão
Sales Manager - North

963 697 895
pedrobrandao@moodfurniture.pt

Inês Carvalho
Sales Manager - North

969 921 887
inescarvalho@moodfurniture.pt
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